
RIV 163
Double-act ing hydraulic jack
Zinc-plated
Perla / Diamante / Centurion / Vulcano series

Tech drawings and tables
DN Code Ø F B C D E G M P KG P/box

4"- 5"- 6" 050163000000 16 240 50 180 M30x2 32 452 20 1/4" 2,205 1
8" 050163000020 16 290 50 246 M35x2 32 569 23 1/4" 2,606 1

Advantages
Created for better operat ion and longer life of  RIV gate valves.
Made with an innovat ing system, which reduces automat ically power in closing, to avoid any damage to the seats of  the gate valve and
makes the opening with all necessary strength.
With exterior protect ion zinc-plat ing.
 

  

RIV Rubinetterie Italiane Velatta S.p.A. - Via delle Acacie, 8 Zona Industriale D4 - 28075 GRIGNASCO (NO) - ITALY
Tel +39 0163 4151  Fax +39 0163 411914  E-mail riv-vg@riv-vg.com  Web www.riv-vg.com

Capitale sociale € 516.000 i.v. - Reg. Imprese d i Novara N° 00469610026 - R.E.A. d i Novara N° 170397
Numero Meccanografico  NO009263 - Cod ice Fiscale: 00469610026 - Partita IVA: IT  01399720034

© 2013 Rubinetterie Italiane Velatta S.p .A. - T utti i d iritti riservati - Il nome e il marchio  sono reg istrati da RIV Rubinetterie Italiane Velatta S.p .A.



Technical data
Limit -10°C  +80°C

Notes

MINIMUM OPERATING PRESSURE:
4", 5", 6" = 80 Bar (1160 Psi)
         8" = 120 Bar (1740 Psi)
 
MAXIMUM OPERATING PRESSURE:
170 Bar (2465 Psi)
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